


Company

Our Goal
The purpose of Rock Exotica is simple: to manufacture the most innovative  
technical equipment in the world. Every action we take is to support this goal.

Our Manufacturing
Rock Exotica is driven by our design and manufacturing. In a world where companies 
focus on marketing and sell undifferentiated products they may not even make 
themselves, we are an anomaly, to say the least.  I can guarantee that we have the 
smallest marketing department of any company in the industry.  But I can also promise 
that we have manufacturing that is unique in all the world.  We spare no expense to 
acquire state-of-the-art CNC machine tools.  We mill almost everything out of solid 
material rather than use cheaper methods. And rather than make decisions based on 
what products can sell the most, we make those decisions based on what products 
we can be most proud to produce.

Where to Buy Rock Exotica Equipment 

USA & Canada  
A variety of knowledgeable specialty dealers carry our equipment. If you can’t  
locate one, call us and we’ll direct you to a dealer in your area who can get you  
what you need quickly. 

International
We have dealers in all parts of the world.  Please contact us for the dealer nearest 
you. Most Rock Exotica gear is CE certified and available in Europe.  Some of our 
European dealers also offer training in specialized techniques, including use of our 
Vortex Multipod.  Our German distributor has an excellent catalog that can be down-
loaded at rockexotica.de.

Message From Rock

Rock Exotica manufactures the most innovative technical equipment in the
world.  Our passion is to make the best gear in the world, regardless of cost

We have a passion for producing equipment unavailable anywhere else, for  
the expert user.  This year we have added new carabiners, pulleys, rigging
plates, descenders, and rope grabs to our exclusive product line.

We also have a passion for using excellent equipment.  We recently pur-
chased an additional state-of-the-art horizontal machining center.  This has 
significantly increased our capacity and will enable us to effectively meet 
our rapidly growing sales.

Rock Thompson
Climber, Designer, President



Pirate Auto-Lock
C1 A
C1 A-B (black)

Pirate Screw-Lock
C1 S
C1 S-B (black)

Pirate Manual-Lock
C1 M
C1 M-B (black)

Carabiners

rockO Auto-Locker
C3 A
C3 A-B (black)

rockO Screw-Lock
C3 S
C3 S-B (black)

RockO Manual-Lock
C3 M
C3 M-B (black)

rockO Twist-Lock
C3 T
C3 T-B (black)

rockO

Pirate Twist-Lock
C1 T
C1 T-B (black)

Pirate (HMS)

Weight: Screw 2.85 oz (80 gm)

Auto/Manual 3.09 oz (87 gm)

Breaking Strength:	

Major axis: 27 kN	

Minor axis: 11 kN	

Open gate: 7 kN	

Inward against sleeve: 6 kN

Gate opening: 1.0” (25.4 mm)

Locking carabiners 

Weight: Screw 2.61 oz (73 gm)

Auto/Manual 2.85 oz (80 gm)

Breaking Strength:	

Major axis (Auto/Manual): 25 kN

Major axis (Screw): 24 kN

Minor axis (Auto/Manual): 11 kN

Minor axis (Screw): 9 kN

Open gate: 6 kN	

Inward against sleeve: 6 kN

Gate opening: .93” (22 mm)

Rock Exotica has refined the carabiner far beyond 

the offerings of other manufacturers. Our carabiners 

offer features you cannot get anywhere else:

• Highest inward gate/sleeve strength to 		

   reduce risk of something levering against 		

   the sleeve and breaking it open.

• Widest variety of lockers – check out  

	 our Manual Lock.

• Best Autolocks – we use a pull-down &  

	 twist sleeve which is intuitive & easy to use.  

	 Once people try it they never go back.

• Widest gate opening – we use a slightly 		

   angled gate opening that is ergonomic  

	 & opens farther.

• Specialized swivel biners, lanyard pin  

   models and more.

• USA – All manufacturing is done at our  

	 factory in Utah.

Locking carabiners 

Weight: Screw 2.61 oz (73 gm)

Auto/Manual: 2.85 oz (80 gm)

Breaking Strength:	

Major axis: 29 kN	

Minor axis (Auto/Manual): 11 kN

Minor axis (Screw): 9 kN

Open gate: 9 kN	

Inward against sleeve: 6 kN

Gate opening: .98” (24.9 mm)

Non-Locker 

Weight: 2.36 oz (67 gm)

Breaking Strength:	

Major axis: 29 kN	

Minor axis: 10 kN	

Open gate: 9 kN	

Gate opening: 1.0” (25.4 mm)

Non-Locker 

Weight: 2.36 oz (67 gm)

Breaking Strength:	

Major axis: 29 kN	

Minor axis: 10 kN	

Open gate: 9 kN	

Gate opening: 1.0” (25.4 mm)

rockD Auto-Lock
C2 A
C2 A-B (black)

rockD Screw-Lock
C2 S
C2 S-B (black)

rockD Twist-Lock
C2 T
C2 T-B (black)

 
rockD Manual-Lock
C2 
C2 M-B (black)

rockD Non-Locker
C2 NL
C2 NL-B (black)

rockO Non-Locker
C3 NL
C3 NL-B (black)

rockD

BiWire 

Weight: 2.36 oz (67 gm)

Breaking Strength:	

Major axis: 30 kN	

Minor axis: 11 kN	

Open gate: 9 kN	

Gate opening: 1.0” (25.4 mm)

rockD BiWire
C2 BW
C2 BW-B (black)














